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Specification : 

The following abstract of disclosure will replace the abstract in the application: 
ABSTRACT OF THE DISCLOSURE 

A urine collection device directed for male users including who aro bod riddon in 
hospitals, nursing homes, at homo caro patiento who aro totally or part i al l y bod - riddo p 
pati e nts, or by othor malo indiv i dua l s s ooking th e convonionco of a portablo urino 
co ll oction dovico. Tho oolloction d e vice of tho pr ese nt inv e ntion inoludoc a bag having 
a main body portion, an upper portion having an upper neck portion, a lower portion 
having a lower neck portion , and an inner chamber. Tho bag is provid e d - at tho uppor 
portion with an upp e r n e ck portion, and a t th e l ow e r portion having a low e r - n e ck portion. 
Tho bag further includ e s an aperture for r e lea s ably s e curing or hanging tho bag to an 
externa l hook. The uppermost end of the upper neck portion having an opening in fluid 
communication with the inner chamber of the bag. The lowermost end of the lower 
neck portion having an opening in fluid communication with the inner chamber of the 
bag. The bag further including a closure secured to the opening of the lower neck 
portion. Th e function of tho c l osuro wh e n se curod to tho l ow e r n e ok portion, i c to 
pr e s e rv e any fluid in tho innor chambor and provid e a le ak r e si s tant s e aling b e tween tho 
low e r n e ck portion and the clocuro. — Wh e n th e c l osur e i s r e l ease d from th e low e r neck 
portion, any fluid conta i n e d in th e inn e r - oharob ef- of the bag is ollowod to flow by gravity 
out from tho innor chamber down through th e op e ning of th e low e r n e Gk-p e rt i on T The 
collection device further includes a hollow tube having a first end attached to the 
uppermost end of the upper neck portion, and a second end attached to an end of a 
conduit, the opposite end of the conduit sized to facilitate the penis to be inserted 
therein during use. Gravity a l l ow s th e flu i d to f l ow from th e conduit down through th e 
tubo and to tho i nnor - chamb e r. 
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